


End-user appeal and high margin 
‘engineered-in’

The Ultimate Evolution redefines bi-folding door design with a ‘hardware-first approach’. 

It’s built around the latest innovation in hardware design, which ensures not only 
effortless operation and reliability – but also makes installation far simpler.

With ultra slim sightlines, a wide choice of colours, multiple threshold and bead to accommodate double 
or triple glazed units. The Ultimate Evolution is an aluminium bi-folding door that delivers on end user appeal – but 
also through-life performance.

Many other manufacturers build their bifolds on benches. This can often result in the frame or doors not being fully 
square and this will cause many issues when installing. Every bifold we manufacture is built on our rigs, whether it 
has two doors or even up to seven! Every bifold is built from the ground up and are as square as they can be. Making 
them easy to install and operate as intended.

Cutting-edge innovation with
Ultra slim sightlines

2





Exacting detail and
flexibility in design BS6375 Weather Tested

Structural strength

The Ultimate Evolution taps into 
the inherent strength of aluminium 
to deliver slim sightlines but 
also incredible design flexibility, 
accommodating larger individual 
panels, and multiple configurations 
to span openings of up to 8400mm*.

Advanced performance

A 30mm polyamide thermal break  
delivers impressive U-values, while 
the Ultimate Evolution is also fully 
BS6375 Weather Tested.

*Subject to specific site conditions and wind loads
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Configurations

With inward and outward opening options, the 
Ultimate Evolution offers exceptional design 
flexibility with 33 different configurations and 
up to a maximum seven individual panels. 

3-2-1

3 - The total number 
     of sashes

2 - The number of sashes 
     opening to the left

1 - The number of sashes 
     opening to the right

Non Document Q or PAS24 Compliant
Reverse configurations also available, eg. 2-0-2 and 2-2-0

Externally Viewed 
Reverse configurations also available, eg. 3-3-0 and 3-0-3

Internal and External Master Door Handle Position
Lever/Lever with 3* cylinder and key

Shootbolt Handle Position
Internal handle/s without cylinder and key

No external access as standard for these configurations
Handles displayed are internally positioned

Internal locking with cylinder & Internal / External locking 
with cylinder options available - These options DO NOT 
comply with Document Q / PAS24

*



Standard Threshold,
Cill and Sightlines

Standard Weather Rated Threshold

The standard threshold is 55mm in height and is weather 
rated. This threshold is suitable for a bifold positioned 
with one side external of a property.

Cill options

A cill is optional. All cill options are 25mm in height.
Cills are available in the following depth sizes:

•	 90mm
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Intermediate lock with hinges and shootbolt

Sightlines of 133mm

•	 150mm •	 190mm



Low Threshold, 
Rebate and Ramps

Low Threshold

The Low 20mm threshold is NOT weather rated 
and is designed for internal use only. For example; 
if the bifold is positioned between a room and a 
conservatory. 

The Low threshold and components 
are only available in silver.

Internal Low 
Threshold

Internal Low Threshold 
with Rebate

Internal Low Threshold 
with Rebate & Ramp




















